3-6W AC-DC Constant Voltage LED Driver
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Features

= Universal AC input /Full range(up to 264 VAC)
= Constant Volitage design

= Class 2 Power Supply Unit
‘ » Fully isolated plastic case
s 2 years warranty
’ H :
o ‘ - M Short Circuit / ll Over Temperature
‘ ‘_,. : 'A
Specification
Model No. Lovwes1201 | Lowvusofzod | LOVUI22401 | LD.VU2524-01
Vokage & Frequency Rangs 100-240VAC; S0HBOH2
AC Curent (Max ) 0.22A at 115Vac DOSA at 2X0Vac
rou Power Factor >0.48 at 115Vac/ >0.4 at 230Voc with Al bac
st Cusment (Max ) 2SAMM0Vee | 0401240V | AMZ40vac | 25A8l 240Vec
Leakage Curent <ImA240Vac
DC Votage Range 1281V 1241V 2421V 2421V
Cormtart Curent Rarge 250mA max S00mA max 120mA max 250mA mex
Ouput Rated Max. Power w aw o oW
Ripphe & Nose(Max) rote2 36Vpp I6Vpp 3I6VpD 36Vpp
|Effcioncy row 1 B5% 7% 70% 75%
Short Clrout Mooup mode, recovers automatically afier fautt conditon is semoved
Workeg Temp. 10T <40 Camdlent opemiing at A4 ad
Envionment | Workdeg Humidity 20%~590% RM noncondensing
Storsge Tamp. Humidity 20-+80°C 10%~20% R
{Satty Swrdars moot ENG1347-1 ENG1347-2-13 UL1310
Sakoty S EMC |EMC Standends e 3 moet ENSS015,FCC PARTISE ENG10004-2.3,4 558,11 ENG154T
Wikstand Volage WP0P 378 KVAC
Resisance ¥P-O/P:100M chms / S00VDC at 25 C
=~ rput 2P sorow terrminal block
Oupit 2P sorew terminad block
MTBF 100K hours min. @Ta=25 T
Otom Di {LW"H) 42*40* 2tmm
Mm 270 * 260 * 180mm; 100pcsM 8Kg
1AM NOT Y e aed ol 230V AC Input, rafted load and 25°C amblont ismpecaire.
o 2 Rippio & Nolse aro at 200MHZ bandwedth and with 0.1¢f & 47uf paratel capacior
3 The power supply Is considerad a which will bo afnad Tre firal oquip must be ro-confl fat it 501 meets EMC
drecthes
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Wiring Diagram
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